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Valve specification Valve type Nominal size/orifice Connections

Globe valves (partly with extended 01301, 01305, 01311, 01315, 01321, 01325, 01331, | DN10 - DN80 Butt weld, socket weld, thread,
top work) 01335, 01341, 01345, 01351, 01355, 01641, 01645, flange

01651, 01655, 01741, 01751, 01841, 01845, 01851,
02401, 02411, 03321, 03331, 03341, 03351,
03641, 03651, 1114, 1116, 1116F

Actuated globe valves 013583, 01653, 01753, 01853, 01313, 01314, DN10 - DN80 Butt weld, socket weld, flange
01343, 01643, 01743, 01843, 02413, 03323, 03343

'H“ Angle valves 01322, 01332, 01342, 01352, 01642 DN10 - DN50 Butt weld, socket weld

Gate valves (partly with pneumatic 09340, 09343, 09345, 09346, 09440, 09443, 9116 DN25 - DN80 Butt weld, socket weld, threat

actuator)

Safety valves 06001, 06002, 06006, 06011, 06012, 06016, d0 =6 -23mm Inlet and male threat (type BSPT,
06381, 06383, 06386, 06387, 06388, 06389, BSPP and NPT)

06413, 06416, 06417, 06418, 06420, 06421,
06425, 06426, 06430, 06435, 06440, 06441,
06445, 06446, 06472, 06474, 06477, 06478
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